
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

  

Reference number: 

C20 - 00130 
 
Design Features  
 

• Reduced shipyard 

installation. 

• Arrangements for 

NMEA0183 TMC 

sensor 

• Simple periscope 

installation and 

removal 

• B+C compensation 

system built-in 

• Marinized aluminum 

grade binnacle 

• Dimmer control: 2 

lamps 220VAC & 24 

VDC 

• Type SOLAS/USCG 

approvedπ 

• Individual MED / 

SOLAS certificate 

included 

• 10 Years warranty 

 
  

Class A Magnetic compass binnacle outfit 
Professional / commercial boats 

 

Download type approval here 
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Class A Magnetic compass binnacle outfit 
Professional / commercial boats 

 

 
 

Magnetic compass Features:  
 
-High accuracy marine magnetic  
-Operating temperature: +60ºC -30ºC 
-Direction error: ≤0.5º 
-Swing semi-period: ≥8.27 S 
-Friction error: ≤0.8º 
-Graduation: 0-360º 

 
 

Reflector periscope features:  
 
-Easy installation 
-Low weight 
-Wide range of vision 30º 
- Anti-reflecting lens 
-220VAC &24 VDC 
 

 
 

Protective waterproof cover 
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Optional accessories 

C20 - 00130 
 
 

• NMEA0183 TMC sensor 

Ref.C20-00132 

• Spare wooden box 

compass 

Ref.C20-00131 

• Azimuth ring and sighting 

vanes  

Ref.C20-00136 

 
  


